
Recover the R-22 and 
change Schrader cores 

and filter dryer.  

Evacuate and recharge 
with 422D, charge 95%  
of original R-22 weight. 

Check operation 
and label system.

aCCumulatoR 
pRESEnt

no 
aCCumulatoRa/C hEat 

pump

April 2013
© Honeywell International Inc. All rights reserved.

1

2

3

Recover the R-22 and 
change Schrader cores 

and filter dryer.  

add poE oil (15-20%  
of compressor oil charge)  
to ensure good oil return.  

(example ~ 3 oz /3 ton system)

Evacuate and recharge with 
422D, charge 95% of original 
R-22 weight. Check operation 

and label system.

Check operation 
and label system.

Evacuate and recharge 
with 422D, charge 95% 
of original R-22 weight. 

Recover the R-22 and 
change Schrader cores 

and filter dryer.  

R-22  
Retrofit App 
(IOS)

Pressure 
Temperature App 
(IOS)

R-22  
Retrofit App 
(GooglePlay)

Pressure 
Temperature App 
(GooglePlay)

Scan code 
for a short 
retrofit video

Residential A/C Retrofits are as easy as 1-2-3 with

GEnEtRon® 422D 
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Evacuate and recharge with 
Genetron 407C. Charge 96%  

of original R-22 weight. Check 
operation and label system.

Replace 80+% of mineral 
oil with oEm-approved poE 

lubricant. if necessary, remove 
and drain compressor of mineral 

oil, replace with poE and 
reinstall the compressor.

Recover the R-22.  
Change Schrader cores.

Change or add a liquid line drier. 

Direct expansion Commercial A/C Retrofits are as easy as 1-2-3 with

add poE oil  
(15-20% of compressor oil charge)  

to ensure good oil return.  
(e.g. ~ 3 oz /3 ton system)

Evacuate and recharge with 
Genetron 407C. Charge 96%  

of original R-22 weight. Check 
operation and label system.

Recover the R-22.  
Change Schrader cores. 

Recover the R-22.  
Change Schrader cores.  

Recover the R-22.  
Change Schrader  

cores and filter drier.

Evacuate and recharge with 
Genetron 422D.  

Charge approximately 95%  
of  original R-22 weight. 

add poE oil  
(15-20% of compressor oil charge) 

to ensure good oil return. 
 (e.g. ~ 3 oz /3 ton system)

Check operation and 
label system.

Evacuate and recharge 
with 422D. Charge 95% of  

original R-22 weight. Check 
operation and label system.
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GEnEtRon® 422D and GEnEtRon® 407C

422D 407C

The information provided herein is believed to be accurate and reliable, but is presented without guarantee or warranty of any kind, express or implied. User assumes all risk and liability for use of the information and results obtained. System and or compressor manufacturer’s data should 
be consulted for specific retrofit recommendations including refrigerant  lubricant choices and warranty implications. System operational and start up procedures vary between manufacturers, obtain guidance specific to the equipment being retrofitted.


